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Introduction

Polychlorinated	biphenyls	(PCBs)	have	been	included	
in	the	Stockholm	Convention	list	of	pollutants	since	2001	
[1] due to their ubiquity, persistence and toxicity. in the 
aquatic	 environment	 PCBs	 tend	 to	 accumulate	 in	 sedi-
ments	 and	biota	because	of	 their	hydrophobic	 character	
and consequently low solubility in water [2, 3]. the need 
to	 identify	 individual	 PCB	 congeners	 in	 environmental	
and	biological	matrices	results	from	the	fact	that	they	are	
characterized	by	very	different	levels	of	toxicity	[4-6].		

although pcBs have been measured for over 40 years, 
the	 accurate	 and	 precise	 determination	 of	 selected	 con-
geners	in	multicomponent	environmental	matrices	(sedi-

ments, biota) might continually present some problems 
[7, 8]. the 34th round of QuasiMEME interlaboratory 
exercises showed that only 28-52% of the results of pcB 
determination	in	marine	sediments	(depending	of	conge-
ner) were classified as satisfactory (|z|<2) [9].

A	large	number	of	various	isolation	procedures	for	PCB	
from	 several	 matrice	 types	 has	 been	 described	 [10-12].	
Soxhlet	extraction	has	been	the	traditional	method	used	for	the	
extraction	of	PCB	congeners	from	sediments	and	other	envi-
ronmental samples [9, 12-14]. in recent years, new extraction 
techniques	have	been	established	in	order	to	reduce	the	solvent	
volume used for extraction, to improve the precision of analyte 
recoveries and to reduce extraction time [11, 15-18]. to ensure 
the quality of results, all analytical procedures should be vali-
dated	in	laboratory	experiments	according	to	the	requirements	
of modern analytical chemistry [19, 20].
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The	aim	of	this	work	was	to	evaluate	and	validate	the	
method	of	the	determination	of	select	PCB	congeners	in	
sediment	samples	using	the	fexIkA	200	apparatus	for	the	
extraction	of	analytes.

Experimental

Chemicals

Individual	 chlorobiphenyls	used	as	primary	 standards	
(pcB iupac nos: 28, 52, 74, 101, 105, 114, 118, 128, 149, 
138, 153, 156, 170, 180 and 187), pcB 30 and 209 (internal 
standards)	were	purchased	from	Dr.	Ehrenstorfer	laborato-
ries (augsburg, Germany). the various working standard 
solutions	were	prepared	by	adding	the	appropriate	amounts	
of	primary	standards	to	isooctane	(Baker	®	Ultra-resi	ana-
lysed	quality)	or	to	acetone	(Baker	®	Ultra-	resi	analyzed	
quality).	All	measurements	were	made	by	mass.

Copper	powder	 (Baker	grade)	was	pre-treated	prior	 to	
use:	20	g	of	Copper	powder	was	washed	with	3	x	50	ml	of	
water rinsed with hexane, 3 x 50 ml of acetone, and 3 x 50 ml 
of	hexane	[21].	The	remaining	solvent	was	evaporated	on	the	
rotary	evaporator	and	the	powder	was	kept	under	hexane.

Concentrated	 H2SO4	 (Merck®), n-hexane (Mallinck-
rodt	Nanograde®), granulated sodium sulphate anhydrous 
(Baker	 Ultra-resi	 Analyzed)	 and	 Florisil®	 (for	 residue	
analysis, Baker analyzed) were used.

Florisil was activated at 650°c for 4 hrs, stored in a 
desiccator and kept at 130°c for two hours before use 
[22].	Florisil	and	sodium	sulphate	were	loaded	into	solid	
phase	 extraction	 (SPE)	 borosilicate	 glass	 columns	 (500	
mg)	before	each	elution.

Sediment	Samples

Three	types	of	sediment	samples	were	used	to	evalu-
ate	and	validate	the	examined	analytical	procedure.

Spiked	lake	Sediments

The	sediment	samples	used	for	development	and	vali-
dation	of	analytical	procedure	were	collected	at	lake	of	
swarzedz, situated near poznań, poland. to determine the 
efficiency of extraction, it is imperative that the contami-
nant is bound to the matrix in a similar configuration as in 
the environment [12]. therefore, the dried sediment sam-
ples (about 2 g), were passed through a 0.09 mm sieve and 
dosed	 with	 known	 amounts	 of	 selected	 PCB	 congeners	
dissolved	in	acetone.	The	spiked	samples	were	put	in	an	
ultrasonic	bath	for	1	hr	and	allowed	to	stand	72	hrs	prior	
to	extraction.

certified reference Material

The	freshwater	harbour	sediment	(BCR-536)	available	
from	the	Institute	for	Reference	Materials	and	Measure-

ments (irMM, Geel, Belgium) was used for confirmation 
of	 the	 accuracy	 and	 the	 precision	 of	 developed	 analyti-
cal procedure. it was certified for thirteen pcB congeners 
[23].

Samples	for	the	Interlaboratory	Exercise

Two	test	materials	of	river	sediments	were	supplied	by	
the organizers of interlaboratory proficiency studies wch 
pG pcB 1 (wydział chemiczny, politechnika Gdańska 
– Faculty of chemistry, Gdansk technical university) in 
December	2003	[24].

Analytical	Procedure

Extraction

The	extraction	of	analytes	was	performed	in	a	fex-
ika 200 apparatus. the principles of the fluidized-bed 
extraction	were	described	by	Gfrerer	et al. [25,26]. in 
our	studies	a	sample	of	dried	sediment	(circa	2g)	was	
placed	 in	a	mortar	and	 then	4	g	of	anhydrous	sodium	
sulphate	 and	 4	 g	 of	 Copper	 powder	 were	 added.	The	
mixture	 was	 blended	 to	 yield	 a	 dry	 powder	 and	 then	
transferred	 into	 an	 extraction	 tube	 of	 the	 extractor.	
25 ml of the hexane:acetone (1:1) mixture was filled 
into	 the	 basic	 vessel	 and	 a	 magnetic	 stirring	 rod	 was	
put	in.	The	second	25	ml	of	the	same	solvent	mixture	
was then fed into the extraction tube which, in the mean 
time, was mounted onto the basic vessel. the succes-
sive	 steps	 of	 the	 operating	 cycle	 of	 the	 extractor	 are	
shown	in	Fig.1.

the heating system started at 25°c, the boiling tem-
perature was maintained at 85°c and the heating and 
cooling times were 3 min. and 2 min, respectively. in all 
cases the time of filtration was 5 min. For optimizing the 
extraction procedure, the boiling time in one operating 
cycle	 as	 well	 as	 the	 number	 of	 operating	 cycles	 were	
evaluated.

Fig.	1.	Processing	sequence	of	fexIkA	extractor.
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Clean	Up	of	Extracts

The	extract	was	evaporated	on	a	rotary	evaporator	and	
concentrated	to	circa	2	ml	under	a	stream	of	nitrogen	gas.	
The	concentrated	extract	was	transferred	into	a	centrifuge	
tube	and	agitated	2	min.	with	4	ml	of	concentrated	H2SO4.	
The	hexane	and	acid	layers	were	separated	by	centrifuga-
tion (15 min., 4000 rpm). the hexane layers were col-
lected	in	a	centrifuge	tube.	The	volume	of	hexane	solution	
was	reduced	to	about	1	ml	by	evaporation	in	a	nitrogen	
atmosphere.	The	extract	was	 transferred	on	 the	prelimi-
nary conditioned spE column filled with 500 mg of Flo-
risil. after drying the column, the elution of analytes with 
5	ml	of	hexane	was	carried	out.	The	fraction	containing	
PCBs	was	collected	and	reduced	to	the	volume	of	about	1	
ml.	PCB	30	and	209	as	internal	injection	standards	were	
added	to	the	extract	before	GC	analysis.

Chromatographic	Separations

the pcB identification and quantification were per-
formed	by	GC	with	electron	capture	detector	 (ECD)	on	
a	Shimadzu	GC-14A	gas	chromatograph	equipped	with	a	
63ni EcD and a split/splitless injector. chromatographic 
separation	 of	 the	 examined	 PCB	 congeners	 was	 carried	
out	on	a	60	m	RTx-5®, restek corporation (0.25 mm i.D.; 
film thickness 0.25 µm) fused silica capillary column 
(5% diphenyl polysiloxane, 95% dimethyl polysiloxane). 
the injector and detector temperatures were 250°c and 
300°c, respectively. the nitrogen as make-up gas was 
used at a flow rate of 48.0 ml/min. the sample extract (3 
μl) was introduced to the chromatograph with a syringe 
(split	mode).	The	temperature	program	of	the	column	was	
2 min. at 125°c; 7.5°c/min. until 190°c and 2°c/min. 
until 280˚	c, holding for 15 min. the retention times were 
measured	 with	 accuracy	 of	 0.001	 min.	 using	 a	 Chrom-
pack integrator. Each congener was identified by a com-
parison	 of	 the	 relative	 retention	 times	 (RRTPCB30+PCB209)	
of	the	peaks	from	calibration	standards	with	peaks	from	
cleaned-up	extracts	of	sediment.	The	repeatability	of	the	
RRTPCB30+PCB209, expressed as relative standard deviation 
(r.s.D.), calculated from eighteen replicate analyses of 
a	 standard	 mixture	 of	 the	 PCB	 congeners	 was	 between	
0.02	and	0.37%.	The	 following	elution	order	of	conge-
ners was established pcB: 30 (is), 28, 52, 74, 101, 149, 
118, 114, 153, 105, 138, 187, 128, 156, 180, 170 and 209 
(IS).	The	linearity	of	the	ECD	response	for	each	conge-
ner	was	determined	by	plotting	calibration	graphs	of	peak	
height/mass injected versus	mass	injected	[27].	The	linear	
ranges used for pcB quantification varied between 2 to 
350 ng/ml, depending on the congener. the repeatability 
of the peak heights calculated from five replicate analyses 
of	a	standard	mixture	of	the	PCB	congeners	was	between	
3.8 and 6.5%.

For the confirmation of the results, the extracts were 
additionally	 analyzed	 by	 GC	 with	 lRMSD	 (low	 reso-
lution	 mass	 spectrometry	 detector)	 on	 a	 Perkin	 Elmer	
autosystEM Xl, equipped with autosampler, split-

splitless	injector	and	connected	via	direct	interface	to	a	
Turbomass	detector	 [28].	The	measurements	were	 car-
ried	 out	 with	 fused	 silica	 capillary	 column	 Rtx-5MS®, 
restek, usa (60m, 0.25 mm i.D., 0.25 µm film thick-
ness; 5% diphenyl – 95% dimethyl polysiloxane). he-
lium was used as the carrier gas at a flow rate of 1 ml/
min.	The	injector	was	operated	in	the	splitless	mode	at	
250°c. the electron impact ionization Ms source, 70 ev 
nominal was employed, with the source set at 300°c. 
Mass	spectra	data	acquisition	was	 initiated	directly	af-
ter	sample	injection.	The	dwell	time	was	set	at	100	ms	
and	the	multiplier	voltage	at	450.	The	mass	spectra	were	
scanned	from	100	to	650	amu	every	one	second	in	full	
scan	 mode	 and	 compared	 to	 the	 spectra	 of	 PCB	 stan-
dards. the sample extract (1 μl) was introduced to the 
chromatograph	 with	 syringe	 by	 an	 autosampler	 (split-
less mode). the temperature profile used in our experi-
ments was: 0.5 min. at 80°c; 7.5°c/min. until 140°c and 
3°c/min. until 300˚	c, holding for 10 min. the reten-
tion	 times	were	measured	with	accuracy	of	0.001	min.	
by using turbomass Data system, perkin-Elmer. the 
repeatability	of	the	RRTPCB30+PCB209, expressed as relative 
standard deviation (r.s.D.), calculated from eighteen 
replicate	analyses	of	a	standard	mixture	of	the	PCB	con-
geners was between 0.01 and 0.04%.

Quantitative measurements of pcB congeners in 
sediment	 extracts	were	carried	out	on	 the	basis	of	peak	
heights.	Quantification was performed by external stan-
dard.	The	concentrations	were	calculated	by	interpolation	
on	the	linear	curve	corresponding	to	each	compound.	

Blank	 experiments	 were	 included	 in	 each	 batch	 of	
samples	 to	minimize	 the	 risk	of	 introduction	of	 any	 ar-
tifacts.

Results and Discussion

Development	and	Evaluation	of	Extraction	
Procedure

the evaluation of the extraction procedure, using the 
fexIkA	200	apparatus	was	performed	with	sediment	sam-
ples, spiked with the specific congeners (pcB – 28- tri; 
52, 74 – tetra; 101, 105, 114 and 118 – penta; 128, 138, 
149, 153 and 156 – hexa; 170, 180 and 187 – hepta sub-
stituted).

initially the efficiency of the extraction of analytes 
was	examined	as	a	function	of	various	boiling	time	in	one	
operating	cycle.	The	recovery	of	congeners	ranges	from	
40% for pcB 187 to 100% for pcB 28, depending on to-
tal	boiling	time.	It	is	worth	noting	that	the	recovery	level	
was	well	 correlated	with	chlorine	atom	number	 in	PCB	
molecule. the decrease of extraction efficiency in the or-
der penta-, hexa- and hepta substituted homologue groups 
was	 observed.	A	 similar	 trend	 was	 reported	 by	yang	 et 
al. [29], who demonstrated that the lower chlorinated bi-
phenyls	are	easier	 to	extract	 than	 the	higher	chlorinated	
congeners.
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The	effect	of	cycle	numbers	on	PCB	recovery	was	exam-
ined in the next step because, according to Brühl and Mat-
thaüs [30], the recovery of analytes in the fexika extractor 
is influenced by the number of operating cycles in the extrac-
tion	processes.	The	quantity	of	each	congener	extracted	from	
spiked	sediments	after	5	and	10	operating	cycles	at	the	same	
total	boiling	time	(150	min.)	was	determined.	There	was	a	
general trend that the extraction efficiency for most	conge-
ners	was	better	when	10	operating	cycles	were	carried	out.

Taking	 into	 account	 the	 results	 of	 preliminary	 stud-
ies, we have recognized that the optimum conditions of 
PCB	extraction	by	the	fexIkA	extractor	are	attained	when	
extraction	is	proceeded	in	10	cycles	and	the	total	boiling	
time	of	the	solvent	mixture	is	150	min.

Validation

The	optimized	analytical	procedure	was	evaluated	for	
detection and quantification limits, linearity, accuracy/re-
covery	and	precision.	The	quality	of	PCB	determinations	
in environmental sediment samples was verified in inter-
laboratory	exercises.

Instrumental	and	Method	Detection	and	
Quantification limits

The	instrumental	limit	of	detection	(lOD)	and	limit	of	
quantification (loQ) were expressed as a concentration 

of specified pcB (ng/ml) at a signal-to-noise ratio equal 
3:1	or	10:1	respectively	[19].	As	it	results	from	the	data	
presented in table 1, loD for pcBs analyzed by Gc-
EcD ranged from 0.4 to 0.8 ng/ml and corresponds well 
to these presented by Jaouen-Madoulet et al.	(0.20	–	2.65	
ng/ml) [31]. the obtained values of loQ (1.3 – 2.7 ng/
ml)	are	in	good	agreement	with	the	limits	given	for	PCBs	
by	Dabrowski	et al. (1.8-2.8 ng/ml) [16] for the Gc-Ms 
method.	

On	the	other	hand	the	method	detection	limit	(MDl)	
and the method quantification limit (MQl) were estimat-
ed from loD or loQ respectively. this means that the 
loD or loQ value was multiplied by the final volume 
of	cleaned	up	extract	and	divided	by	the	sediment	sample	
weight	and	the	volume	of	the	extract	injected	on	the	GC	
column [MDl(MQl) = (loD or loQ x final volume)/
(sample	 weight	 x	 injected	 volume)	 [17].	 The	 obtained	
MDls range from 0.2 to 0.4 ng/g	dry	weight	of	sediment	
(Table	1)	and	are	comparable	to	estimated	detection	limits	
given for pcBs in sediment and soil by thal (0.3-0.6 ng/g 
sediment)	[32].

linearity

The	 linear	 dependence	 between	 PCB	 concentration	
determined	in	spiked	sediment	samples	and	the	quantities	
of congeners, added to the sample, was examined.

The	parameters	a	and	b	of	linearity	equation	(y	=	ax	+	
b, where y is pcB determined in ng/g dry weight and x is 

table 1. limit of detection (loD) and quantification (loQ) by the Gc-EcD system and method detection (MDl) and quantification 
limit (MQl) of selected pcBs determination in sediment with the fexika extractor.

PCB
IUPAC	No

lOD
(ng/ml)

loQ
(ng/ml)

MDl
(ng/g dry weight)

MQl
(ng/g dry weight)

28 0.8 2.7 0.12 0.4

52 0.4 1.3 0.06 0.2

74 0.8 2.7 0.12 0.4

101 0.6 2.0 0.09 0.3

149 0.8 2.7 0.12 0.4

118 0.6 2.0 0.09 0.3

114 0.4 1.3 0.06 0.2

153 0.6 2.0 0.09 0.3

105 0.4 1.3 0.06 0.2

138 0.4 1.3 0.06 0.2

187 0.6 2.0 0.09 0.3

128 0.4 1.3 0.06 0.2

156 0.4 1.3 0.06 0.2

180 0.6 2.0 0.09 0.3

170 0.6 2.0 0.09 0.3
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pcB spiked in ng/g dry weight) and their standard errors 
(Δa and Δb) as well as the correlation coefficients for all 
congeners	studied	were	calculated.	As	it	results	from	the	
data presented in table 2, the linear regression gives good 
correlation coefficients (>0.99) in the pcB content range 
of 5-22 ng/g	dry weight, for all analytes.

accuracy/recovery and precision

Spiked	Sediment	Samples

The	 accuracy	 (trueness	 and	 precision)	 [19]	 of	 the	
evaluated	method	was	calculated	for	concentrations	from	
5 to 22 ng/g	dry	weight	of	each	congener	in	spiked	sedi-
ment, using 2-4 samples for each spiking level. the true-
ness	was	expressed	by	the	percentage	difference	between	
the mean pcB content determined and spiked: error (%) 
= (|mean content determined – spiked content|) x 100%)) 
spiked	content.	The	recovery	of	analytes	was	calculated	
as	the	percent	of	the	mean	content	of	congener	determined	
and	its	spiked	content	in	sediment	sample.

as shown in table 3, the mean recovery of pcBs 
from spiked sediment samples varied from 74.0% for 
pcB 170 (intra-laboratory recovery) to 108.8% for pcB 
101 (repeatability study). therefore, the recent require-
ment [19, 33] concerning the acceptable recovery per-
centage of analytes on 10 ppb level (60-115%) for all 
examined	congeners	was	met.	Also	the	results	of	recov-
eries	were	comparable	to	those	reported	by	other	authors	
for	the	same	matrix	and	the	same	analyte	concentrations	
[15, 31].

The	 repeatability	 and	 intra-laboratory	 reproducibil-
ity	precision	measurements	were	estimated	for	the	same	
range	of	PCB	content	as	for	evaluation	of	accuracy	and	
recovery. they were expressed as r.s.D.[ r.s.D.(%) = 
(s.D. mean determined content) x 100/spiked content]. 
The	obtained	results	were	compared	to	acceptable	R.S.D.	
values	according	to	Horwitz	and	the	AOCA	PVM	(As-
sociation of official analytical chemists – peer verified 
Methods)	 requirements	 for	 the	 precision	 of	 analytical	
methods	 [19].	As	 it	 results	 from	 the	 data	 presented	 in	
table 3, the r.s.D. values for all examined congeners 
were below 22.6% (horwitz% r.s.D.) and 21% (aoca 
pvM% rsD).

certified reference Material

the triplicate analysis of natural sediment certified 
reference material Bcr-536 was performed to confirm 
the accuracy/recovery and precision of the whole analyti-
cal procedure, as established in the studies of spiked sedi-
ment.	The	typical	GC-ECD	chromatogram	of	cleaned-up	
extract	is	shown	in	Fig.	2.

The	quantitative	results	of	BCR-536	analysis	are	pre-
sented in table 4 alongside the certified content of each 
analyzed	congener.

A	 comparison	 of	 PCB	 recovery	 levels	 (Table	 3	 and	
Table	4)	shows	that	the	recovery	of	all	congeners	except	
pcB 128, pcB 180 and pcB 170 were from 3.5% (pcB 
149) to 35.1% (pcB 101) lower in the case of natural ma-
trix	than	in	the	case	of	spiked	sediment	samples.	This	is	
in	good	agreement	to	the	data	presented	by	other	authors	
[12, 34] showing that some pcB fractions can be tightly 

Table	2.	Parameters	of	the	linearity	of	the	method	of	selected	PCB	determination	in	sediments	with	the	fexIkA	extractor.

PCB
IUPAC	No n a ±Δa b ± Δb R

28 8 0.8802 ± 0.0251 0.6442 ± 0.3481 0.9975

74 5 0.6923 ± 0.0242 0.4155 ± 0.3703 0.9982

101 6 0.8749 ± 0.0581 1.7047 ± 0.8812 0.9913

149 8  0.7669 ± 0.0229 0.1536 ± 0.3162 0.9973

118 7 	0.9157	+	0.0533	 0.2867 ± 0.7768 0.9916

114 6 0.7435 ± 0.0442 2.1792 ± 0.6680 0.9930

153 7  0.7576 ± 0.0353 2.5823 ± 0.5008 0.9945

105 6  0.8907 ± 0.0564 0.6593 ± 0.7272 0.9920

138 8  0.7971 ± 0.0350 1.4767 ± 0.4805 0.9943

187 7  0.7554 ± 0.0461 1.2488 ± 0.6734 0.9908

128 7  0.8042 ± 0.0220 0.5372 ± 0.3197 0.9981

156 7  0.7864 ± 0.0323 0.4512 ± 0.4704 0.9958

180 8  0.7575 ± 0.0238 1.0013 ± 0.3291 0.9970

170 7  0.7331 ± 0.0324 0.1097 ± 0.3943 0.9951
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Table	3.	Validation	parameters	of	the	method	for	selected	PCB	congeners	in	sediment	with	the	fexIkA	extractor.

PCB	IUPAC	
No

Repeatability	(n=4)	a) Intra-laboratory	reproducibility	b)

Trueness		
(error,%)

Recovery
(mean,%)

Precision	
(r.s.D.,%) n Trueness	

(error,%)
Recovery
(mean,%)

Precision	
(r.s.D.,%)

28 3.9 96.1 3.2 8 6.1 93.9 3.6

52 - - - 7 10.8 89.2 7.1

74 - - - 6 1.6 76.4 7.4

101 8.8 108.8 5.5 6 23.6 101.5 9.3

149 21.0 78.9 5.4 8 21.9 78.2 4.3

118 2.8 97.2 5.0 7 6.6 93.3 7.8

114 0.6 99.5 3.9 7 5.3 94.7 8.8

153 5.9 105.9 8.6 7 1.0 101.0 11.4

105 3.2 96.8 6.2 6 5.0 95.0 5.7

138 3.0 97.0 5.5 8 6.1 93.9 6.8

187 10.5 89.5 6.2 7 14.0 86.0 6.6

128 15.5 86.5 3.6 7 15.0 85.0 3.5

156 15.6 84.3 3.6 7 17.8 82.2 4.9

180 15.3 84.7 4.3 8 14.2 85.8 7.3

170 23.7 76.3 3.5 7 25.9 74.0 6.1

a) range of spiked congeners – 10.5-11.5 ng/g dry weight
b) range of spiked congeners – 5.0-22.0 ng/g dry weight

Table	4.	Content	of	selected	PCB	congeners	in	freshwater	harbour	sediment	BCR-536.

PCB
IUPAC	No

content (ng/g dry weight)
recovery [%] R.S.D2) [%]

certified (mean ± μ1)) Determined (mean ± μ1))

28 44 ± 5 31.9 ± 2.2 72.4 3.5

52 38 ± 5 25.4 ± 1.3 66.7 2.6

101 44 ± 4 29.2 ± 2.5 66.4 5.6

149 49 ± 4 36.6 ± 6.1 74.7 8.4

118 28 ± 3 21.7 ± 2.1 77.5 4.9

153 50 ± 4 37.5 ± 3.8 75.0 5.0

105 3.5 ± 0.6 2.4 ± 0.3 69.2 5.7

138 27 ± 4 23.1 ± 3.8 85.7 8.3

128 5.4 ± 1.2 6.1 ± 0.4 112.2 3.1

180 22 ± 2 20.9 ± 1.8 95.2 4.4

170 13.4 ± 1.4 12.6 ± 0.9 93.7 3.5

µ1) – uncertainty expressed as the half width of the 95% confidence interval [23 and this study]
R.S.D2)	–	relative	standard	deviation	of	the	determined	values	(n=3)
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bound	to	sediment	(slow cites)	and	not	accessible	to	ex-
traction	in	standard	conditions.

Nevertheless, it is worth noting that the recovery of 
each analyte was in an acceptable range (from 60- 80% to 
100-115%) for analytes on 10-100 ppb levels [19].

The	 high	 precision	 of	 evaluated	 procedure	 obtained	
for spiked sediment, expressed as r.s.D. (table 3), was 
confirmed by the results of Bcr-536 analysis. the cal-
culated	R.S.D.	values	presented	 in	Table	4	 ranged	 from	
2.6% for pcB 52 to 8.4% for pcB 149. the r.s.D. values 
obtained	to	BCR-536	were	lover	or	similar	to	R.S.D.	val-
ues	obtained	in	repeatability	assessment	of	the	results	of	
PCB	determination	in spiked sediment samples (table 3), 
except	PCB	149	and	138.	For	all	examined	congeners	the	
precision	 has	 been	 satisfactory	 according	 to	 the	AOCA	
pvM% rsD criterion (r.s.D.< 15% – value acceptable 
for	analytes	on	100	ppb	level)	[19].

additionally, the accuracy of the developed method was 
assessed	by	comparing	the	measured	values	with	the	reason-
able	estimation	of	the	true	value	(CCRM)	according	to	luque-
Garcia	et al. method	[17].	The	mean	value	(Cmeasured)	and	the	
standard	 deviation	 (Smeasured)	 were	 calculated.	 Whether	 the	
method is accurate for examined congener or not, the fol-
lowing two equations must be fulfilled:

	 S.D.measured	n
-0.5	< μCRM	 (1)

	 CCRM-	μCRM	<	Cmeasured	<	CCRM	+ μCRM	 (2)

where	CCRM is the congener certified content in the refer-
ence material, µCRM is the uncertainty (the 95% confidence 
interval) of the crM, cmeasured	is	the	mean	content	of	ana-
lyte in measured sample, smeasured	is	the	standard	deviation	
of	the	PCB	content	in	measured	sample	and	n	is	the	num-
ber	of	measurements.

Table	5	shows	that	the	evaluated	procedure	meets	the	
first criterion (equation 1) for each congener and both cri-
teria (equation 1 and 2) for pcB 138, pcB 128, pcB 180 
and	PCB	170.	Relatively low recoveries (<80%) of pcB 
28, pcB 52, pcB 149, pcB 118, pcB 153 and pcB 105 
from natural matrix indicate that for quantification of 
these	congeners	in	environmental	sediment	samples	their	
recovery	factors	should	be	taken	into	account.

Interlaboratory	Exercise

The	performance	of	a	new	analytical	method	should	
be verified in an interlaboratory study [19]. therefore, the 
developed	 procedure	 was	 tested	 in	 interlaboratory	 pro-
ficiency exercise wch pG pcB1 organized in 2003 by 
CEEAM	(Centre	of	Excellence	in	Environmental	Analy-
sis and Monitoring), Department of analytical chemistry 
of the technical university of Gdańsk (poland), lcG-
Promochem	ltd	and	RefMat	Association.

The	participating	 laboratories	were	 asked	 to	 ana-
lyze	 the	 sediment	 samples	 for	 five	 congeners	 (PCB	
52, 101, 118, 138, 153 and 180), by their own meth-

Fig. 2. Gc-EcD chromatogram of the extract of sediment certified reference material Bcr-536.



Szyrwińska K., Lulek J.600

od	 using	 a	 supplied	 PCB	 standard	 solution.	 Data	
for	 exercise	were	 returned	by	18	of	 the	25	 laborato-
ries.	As	 it	 resulted	 from	 the	 WCH	 PG	 PCB1	 report	
[24], both test materials supplied by organizers were 
the same reference sediment MEtranal 2, from 
ANAlyTIkA®ltd.	It	was	a	secondary	river	sediment	
reference	 material	 (laboratory	 control	 material)	 for	
calibration, prepared for use in a national scheme of 
traceability.	Analyte	concentrations	and	uncertainties	
were	verified	by	several	metrological	laboratories	as-
sociated	in	METROCHEM	group	[35].

The	mean	content	of	each	congener	determined	in	the	
two	test	materials	by	an	individual	laboratory	was	com-
pared to the assigned value (certified value) using two 
independent methods of the data assessment: one, based 
upon	the	uncertainty	of	assigned	and	measured	value	and	
a second, using the robust statistics z-score [24].

in the inter-lab study, we have used the evaluated and 

validated method described above, as well as our own 
standard	 solutions	 for	 the	determination	not	only	of	 the	
five congeners indicated by organizers but also pcB 28 
and	 PCB	 101.	 The	 data	 assessment	 based	 on	 Z-score	
statistics	have	 shown	 that	our	 results	 (lab	cod	23)	were	
satisfactory (|z|<2) for all examined congeners [24]. con-
sequently, it demonstrates the good performance of devel-
oped	procedure.

The	 interlaboratory	 test	 material	 was	 also	 used	 in	
additional verification of the accuracy of the examined 
method. similar to the Bcr-536 analysis, the same crite-
ria	of	the	accuracy	assessment	have	been	taken	into	con-
sideration	[17].

Table	6	presents	 the	content	of	seven	congeners	and	
the	results	of	the	accuracy	test	for	the	PCBs	measured	in	
the MEtranal 2 (test material), showing that the meth-
od is accurate and both equations (1 and 2) are fulfilled.

table 5. pcB content (ng/g dry weight) and results of the accuracy test for the congeners in the Bcr-536 sediment.

PCB
IUPAC	No S.D.	measured S.D.	measured/n

0.5 μCRM CCRM – μCRM Cmeasured CCRM + μCRM

28 1.1 0.6 5 39 31.9 49

52 0.7 0.4 4 34 25.4 42

101 1.6 0.9 4 40 29.2 48

149 3.1 1.8 4 45 36.6 53

118 1.1 0.6 3 25 21.7 31

153 1.9 1.1 4 46 37.5 54

105 0.1 0.1 	0.6 	2.9 	2.4 	4.1

138 1.9 1.1 4 23 23.1 31

128 0.2 0.1 	1.2 	4.2 	6.1 	6.6

180 0.9 0.5 2 20 20.9 24

170 0.4 0.2 	1.4 	12.0 12.5 	14.8

table 6. pcB content (ng/g dry weight) and results of the accuracy test for the congeners determined in the MEtranal 2 sediment.

PCB
IUPAC	No S.D.	measured S.D.	measured/n

0.5 μCRM CCRM CCRM – μCRM Cmeasured CCRM + μCRM

281) 2.7 1.2 6.8 23.3 16.5 21.4 30.6

522) 3.8 1.9 9.0 29.2 20.2 31.7 38.2

1011) 7.6 3.4 7.6 28.1 20.5 23.6 35.7

1182) 1.0 0.5 5.4 12.2 9.0 10.6 15.4

1532) 5.1 2.6 19.8 70.2 50.4 78.8 90.0

1382) 9.8 4.9 15.4 61.3 45.9 55.3 76.7

1802) 6.4 3.2 15.4 63.6 48.2 70.5 79.0

1)	–	congeners	not	included	in	interlaboratory	exercise	(n=5)
2)	–	congeners	determined	in	interlaboratory	exercise	(n=4)
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Conclusions

FexIkA	extraction	has	proved	to	be	a	successful	tech-
nique	for	extracting	PCBs	from	sediments.

Evaluation	of	the	developed	method	by	in-house	and	
interlaboratory validation has shown that it fulfills the re-
quirements	of	modern	analytical	chemistry	and	 that	our	
results	 do	 not	 much	 differ	 from	 these	 demonstrated	 by	
other authors [36, 37] for other extraction techniques.

Maintaining efficient extraction of pcBs, the amount of 
organic	solvent	was	reduced	from	300	to	60	ml	and	the	ex-
traction	time	was	minimized	from	24	h	to	250	min.	compared	
to the classical soxhlet extraction technique [12, 13, 38].

Acknowledgments

This	 work	 was	 partially	 supported	 by	 UMS	 DS	
N0 501/3/07/06/2000 and 501/3/0003439/2004 grants.

References

 1. united nations Environmental program (unEp), persistent 
Organic	Pollutants	(POP).	Available	on	line	at:	http://www.
chem.unep.ch/pops/.

	 2.	 Blanz t., schulz-Bull D.E., EMEis k.c., pEtrick 
G. anD DuinkEr J.c., chlorobiphenyls in suspension 
and	sediment	of	the	southern	Baltic	Sea:	a	mass	balance	cal-
culation since the onset of pcB-production, contin. shelf 
Research	19, 891, 1999.

	 3.	 clEEMann M., riGEt F., paulsEn G.B., DE BoEr 
J., klunGsøyr J. anD aastrup p.,	Organochlorines	
in	 Greenland	 lake	 sediments	 and	 landlocked	 Arctic	 char	
(salvelinus alpinus), sci. total. Environ.	245, 173, 2000.

	 4.	 saFE s., limitations	 of	 the	 toxic	 equivalency	 factor	 ap-
proach for risk assessment of tcDD and related compounds, 
Teratogen.	Carcin.	Mut.	17, 285, 1997/98.

	 5.	 Baars a.J., BakkEr M.i., BauMann r.a., Boon p.E., 
FrEiJEr J.i., hooGEnBooM l.a.p., hooGErBruGGE 
r., van klavErEn J.D., liEM a.k.D., traaG w.a., 
DE	 vriEs J., Dioxins, dioxin-like pcBs and non-dioxin-
like	PCBs	in	foodstuffs:	occurrence	and	dietary	intake	in	The	
netherlands, toxicol. lett.	151, 51, 2004.

	 6.	 GrEGoraszczuk E.l., Grochowalski a., chr-
ZASZCZ	 R.	AND	 WEGIEl	 M., congener-specific accu-
mulation	of	polychlorinated	biphenyls	in	ovarian	follicular	
wall	follows	repeated	exposure	to	PCB	126	and	PCB	153.	
comparison of tissue levels of pcB and biological changes, 
Chemosphere	50, 481, 2003.

	 7.	 BrouwEr a., ahlBorG u.G., van lEEuwEn F.X.r. 
AND	FEElEy	M.M., report of the who working group on 
the	assessment	of	health	risks	for	human	infants	from	exposure	
to pcDDs, pcDFs and pcBs, chemosphere 37, 1627, 1998.

	 8.	 Martin M., richarDson B. J. anD laM p.k.s., har-
monisation	of	polychlorinated	biphenyl	(PCB)	analyses	for	eco-
toxicological	 interpretations	 of	 southeast	Asian	 environmental	
media: what’s the problem?, Mar. pollut. Bull. 46, 159, 2003.

 9. report QuasiMEME laboratory performance studies. 
BT-2	 Chlorobiphenyls	 and	 Organochlorine	 Pesticides	 in	
Biota-	Round	34-	Exercise	587- 2004.

10.	 hEss p., DE BoEr J., coFino w.p., lEonarDs p.E.G. 
AND	WEllS	D.E., critical review of the analysis of non- and 
mono-ortho-chlorobiphenyls, J.chromatogr.a 703, 417, 1995.

11.	 lIEM	A.k.D., important developments in methods and tech-
niques	 for	 the	 determination	 of	 dioxins	 and	 PCBs	 in	 food-
stuffs and human tissues, trends anal. chem. 18, 499, 1999.

12.	sMEDEs F. anD DE BoEr J., Determination of chloro-
biphenyls in sediments – analytical methods, trends anal. 
Chem.	16, 503, 1997.

13.	ASMUND	G.	AND	ClEEMANN	M., analytical methods, 
quality	assurance	and	quality	control	used	in	the	Greenland	
aMap programme, sci. total Environ. 245, 203, 2000.

14.	caMusso M., Galassi s. anD viGnati D., assess-
ment	of	river	Po	sediment	quality	by	micropollutant	analy-
sis, water res. 36, 2491, 2002.

15.	WOlSkA	 l., Miniaturised analytical procedure of deter-
mining	 polycyclic	 aromatic	 hydrocarbons	 and	 polychlori-
nated biphenyls in bottom sediments, J. chromatogr. A	959, 
173, 2002.

16.	DaBrowski ł., GiErGiElEwicz-MozaJska h., Bi-
ziuk M., Gaca J. anD naMiEŚnik J., some aspects of 
the	analysis	of	environmental	pollutants	in	sediments	using	
pressurized	liquid	extraction	and	gas	chromatography–mass	
spectrometry, J. chromatogr. a 957, 59, 2002.

17.	luQuE-García J.l. anD luQuE DE castro M.D., 
Extraction	 of	 polychlorinated	 biphenyls	 from	 soils	 by	 au-
tomated focused microwave-assisted soxhlet extraction, J. 
Chromatogr.	A	998, 21, 2003.

18.	nuMata M., yarita t., aoyaGi y., yaMazaki M. 
anD takatsu a., Analytical	method	comparison	for	the	
accurate determination of pcBs in sediments, organohalo-
gen	Compounds	66, 480, 2004.

19.	tavErniErs i., DE loosE M. anD van Bocks-
TAElE	E., trends in quality in the analytical laboratory. ii. 
analytical method validation and quality assurance, trends 
Anal.	Chem.	23, 535, 2004.

20.	shaBir G.a., Validation	of	high-performance	liquid	chro-
matography	 methods	 for	 pharmaceutical	 analysis:	 Under-
standing	the	differences	and	similarities	between	validation	
requirements of the us Food and Drug administration, the 
US	Pharmacopeia	and	the	International	Conference	on	Har-
monization, J. chromatogr. a 987, 57, 2003.

21.	BøwaDt s. anD Johansson B., analysis of pcBs in 
sulfur-containing sediments by off-line supercritical fluid 
extraction and hrGc-EcD, anal. chem. 66, 667, 1994.

22.	Fuoco r., coloMBini M.p. anD saMcova E., indi-
vidual	determination	of	ortho	and	non	ortho-substituted	iso-
mers	of	polychlorobiphenyls	(PCBs)	in	sediments	by	liquid	
chromatographic preseparation and gas chromatographic/
EcD detection, chromatographia 36, 65, 1993.

23.	wEGEnEr J.w.M., MaiEr E.a., kraMEr G.n. anD 
COFINO	w.p., the certification of the contents (mass frac-
tion) of chlorobiphenyls iupac no 28, 52, 101, 105, 118, 
128, 138, 149, 153, 156, 163, 170, 180 in freshwater harbour 
sediment crM – 536, Eur 17799En, 1997.



Szyrwińska K., Lulek J.602

24.	koniEczka p., linsinGEr t.p.J. anD naMiEsnik 
J., report from interlaboratory proficiency studies pcBs 
determination	in	river	sediment	WCH	PG	PCB1	Technical	
university, Gdańsk 2004 (in	Polish).

25.	GFrErEr M., Gawlik B.M. anD lankMayr E., 
validation of a fluidized-bed extraction method for solid 
materials	 for	 the	determination	of	PAHs	and	PCBs	using	
certified reference materials, anal. chim. acta 527, 53, 
2004.

26.	GFrErEr M., FErnanDEs c. anD lankMayr E., 
Optimization	of	Fluidized-Bed	Extraction	for	Determination	
of organochlorine pesticides in sediment, chromatographia 
60, 681, 2004.

27.	wElls D.E., MaiEr E.a. anD GriEpink B., calibrants 
and calibration for chlorobiphenyl analysis, intern. J. Envi-
ron.	Anal.	Chem.	46, 255, 1992.

28.	lulEk J., opiElEwicz M., szyrwinska k., Mi-
lANOWSkI	B., application of a retention database to the 
identification of individual polychlorinated biphenyl con-
geners	 in	Aroclors	 mixture	 using	 selected	 polychlorinated	
biphenyls as a reference series, anal. chim. acta 540, 25, 
2005.

29.	yanG y., BøwaDt s. anD hawthornE s.B., Mill-
Er D.J., subcritical water Extraction of polychlorinated 
Biphenyls from soil and sediments, anal.chem.	67, 4571, 
1995.

30.	BrÜhl l. anD MatthaÜs B., Extraction of oilseeds by 
SFE	–	a	comparison	with	other	methods	for	the	determina-
tion of the oil content, Fresenius J. anal. chem. 364, 631, 
1999.

31.	JaouEn-MaDoulEt a., aBarnou a., lE GuEllEc 
a.M., loizEau v. anD lEBoulEnGEr F., validation 
of an analytical procedure for polychlorinated biphenyls, 
coplanar	polychlorinated	biphenyls	and	polycyclic	aromatic	
hydrocarbons in environmental samples, J. chromatogr. a 
886, 153, 2000.

32.	THAl	D.I., Estimating detection limits for pcB congeners 
using Epa method 1668a, organohalogen compounds 60, 
190, 2003.

33.	HUBER	l., validation of analytical Methods: review and 
strategy, lc-Gc intern. 11, 96, 1998.

34.	nilsson t., BøwaDt s. anD BJÖrklunD E., Devel-
opment	of	a	simple	selective	SFE	method	for	the	determina-
tion	of	desorption	behaviour	of	PCBs	in	two	Swedish	 	
sediments, chemosphere 46, 469, 2002.

35.	Catalog	of	ANAlyTIkA® ltd, available on line at www.
analytika.net, p. 42

36.	schantz M.M., BøwaDt s., BEnnEr Jr B.a., wisE 
S.A.	AND	HAWTHORNE	S.B., comparison of supercritical 
fluid extraction and soxhlet extraction for the determination 
of	 polychlorinated	 biphenyls	 in	 environmental	 matrix	 stan-
dard reference materials, J. chromatogr. a 816, 213, 1998.

37.	kowalEwska G. anD konat J., Determination of 
polychlorinated	biphenyls	in	the	marine	sediments	using	gas	
chromatography, chem. anal. (warsaw) 44, 223, 1999.

38.	hEEMkEn o.p., thEoBalD n., wEnclawiak	B.w.,	
comparison of asE and sFE with soxhlet, sonication, and 
methanolic saponification extractions for the determination 
of organic micropollutants in marine particulate matter, 
Anal.	Chem.	69, 2171, 1997.


