
Introduction

There has been a continuous increase in the world’s
agricultural production and consumption. The growing
demands for feedstuffs to be produced and consumed have
brought about various problems throughout the world,
yielding a significant amount of wastes in agricultural,
municipal, and industrial sectors on a global scale.
Landfilling, incineration, pyrolysis, anaerobic digestion,
and composting are the methods that are used to dispose of
organic wastes [1]. 

Composting, which can be defined as aerobic biological
treatment, is sustainable management of wastes. Compost
can be used to improve soil structure and can act as a soil

conditioner [2]. In the process of decomposing organic
wastes, microorganisms use oxygen in the environment and
then decompose the organic structure; at the end of the
reaction, CO2, water, and heat are generated [3-6]. The
main factors influencing the composting process are tem-
perature, water content, oxygen/carbon dioxide concentra-
tion in the composting matrix, porosity, and free air space
(FAS) [7-9]. The carbon/nitrogen (C/N) ratios of mixtures
directly affect the microbiological activity during the
process. N is the building block for microorganisms,
whereas C is the energy source. Hence, a C/N ratio of about
30 is preferred for mixtures that will be used in composting
processes. The FAS value represents the air:space ratio in
compost mixtures. The proper aeration of the composting
material will only be possible if enough porosity and FAS
are provided. Low FAS decreases the degradation rate [10]
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Abstract

This study investigated the optimum mixture ratio of greenhouse tomato plant residues, wheat straw, and

separated dairy manures for composting. Five 127-L laboratory-scale bioreactors were used to investigate the

effect of separated dairy manure addition on the composting process of a tomato plant residues-wheat straw

mixture. The wastes were mixed at 5 different ratios during the trials and were then placed in the reactor.
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of this mixture was 30.22%.
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and may lead to anaerobic conditions with gaseous and
odorous emissions [11]. 

When the FAS value is high, heat transfer in bulk
increases, and not enough heat is provided. The FAS value
is especially important for static composting systems. The
best FAS value varies according to the physical properties
of the materials used in the composting processes.
Researchers have carried out studies to determine the best
FAS value for different wastes. Jeris and Regan [12]
examined the effects of FAS on the oxygen consumption
rates of mixed refuse samples. Approximately 67% mois-
ture and 30% FAS were found to be optimum. About 95%
of the maximum oxygen consumption rate was main-
tained when the FAS was between about 20% and 35%.
Working with garbage and sludge mixtures, Schultz [13]
concluded that a minimum of 30% FAS should be main-
tained. Kulcu and Yaldiz [14] found the optimum FAS
value to be 33.62% for grass and leaf wastes. Kulcu and
Yaldiz [15] stated that the optimum FAS value was 32.8%
for goat manure, wheat straw, and pine cone mixtures.
Ruggieri et al. [16] studied the levels of FAS during three
co-composting experiments of biosolids plus different
biochemical amendments and one composting control
experiment (biosolids alone). The initial FAS was adjust-
ed to 40% for all runs and was found to be a good com-
promise value for the correct performance of all process-
es. Maulini-Duran et al. [17] adjusted the FAS to 41.8%
for raw sludge to obtain stabilized compost. Jolanun and
Towprayoon [18] created 5 different FAS ratios in com-
post mixtures that were prepared using clay residues and
food waste, and they examined the effect of the FAS value
by carrying out experiments in compost reactors. During
their experiments, they prepared mixtures with FAS val-
ues of 22.5%, 26.8%, 31.6%, 37.2%, and 43.3%, and they
determined that the most successful composting process
was actualized at an FAS value of 31.6%.

Tomato production of Turkey was reported as 11.35 mil-
lion tons in the year 2012 [19]. Tomato is the most com-
monly grown vegetable crop in greenhouses. Greenhouse
tomato production represented 55% of total vegetable pro-
duction in Turkey. Although residues or wastes of tomato
production are appropriate for composting because of their
high organic matter content, they are burned or dumped in
open areas in Turkey. Alkoaik and Ghaly [20] stated that the
addition of manure to the greenhouse tomato residues–wood
shaving mixture is a good source of macro- and micronutri-
ents that are required to support the composting microor-

ganisms. Because the particle size is large when tomato
wastes are coarsely ground, the FAS values are also high.
Greenhouse tomato wastes can be used as a bulking agent to
adjust the FAS values of compost mixtures.

The objective of this study is to determine the optimum
mixture ratio of tomato residues, wheat straw, and separat-
ed dairy manure for composting. In mixtures, separated
dairy manure was used as an inoculum and a nitrogen
source, greenhouse tomato residues were used as bulking
agent and nitrogen source, and wheat straw was used as a
carbon source in this study.

The C/N levels for the mixtures in the trial were fixed at
the interval of 31-32, which is the optimum level.
Greenhouse tomato plant wastes and separated dairy
manure ratios were changed in the mixtures to adjust the
FAS levels. Mixtures that were prepared at 5 different FAS
ratios were composted to determine the mixing ratio that
yields the best FAS value for the composting of the wastes
used in the trial.

Materials and Methods

The physical and chemical properties of separated dairy
manure, tomato residues, and wheat straw used in this study
are given in Table 1. The N contents of wastes ranged from
0.29% to 1.62%. Tomato wastes and wheat straw are rich in
organic matter. Separated dairy manure and tomato wastes
are rich in N. The FAS values of the wastes used in the tri-
als are quite different. Whereas the highest FAS value was
measured as 37.56% for tomato wastes, this value was mea-
sured as 32.01% and 14.15% for wheat straw and separat-
ed dairy manure, respectively.

These wastes were mixed at 5 different ratios based on
the dry matter content of materials for composting (Table
2). C/N ratios and FAS values of each mixture are listed in
Table 2.

The wheat straw ratio of the mixtures was fixed at 10%
dry basis. The FAS values of the mixtures were changed
without changing the C/N ratios. The C/N levels for the
mixtures in the trial were fixed at approximately 31, which
is the optimum level. Greenhouse tomato plant wastes and
separated dairy manure ratios were changed in the mixtures
to adjust the FAS levels. Mixtures that were prepared at 5
different FAS ratios were composted to determine the mix-
ing ratio that yields the best FAS value for the composting
of the wastes used in the trial.
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Table 1. Physical and chemical analysis of raw materials used in the study.

Material
C/N N P K EC

pH
OM MC FAS

(%) (%) (%) (%) (dS/cm) (%) (%) (%)

Separated Dairy Manure 27.47 1.44 0.18 0.76 2.46 8.02 71.21 65.24 14.15

Tomato Residues 29.22 1.62 0.16 4.22 0.36 7.62 85.21 64.22 37.56

Wheat Straw 176.48 0.29 0.34 0.27 10.45 6.80 92.12 6,11 32.01

EC – electrical conductivity, MC – moisture content, OM – organic matter, and FAS – free air space



FAS values increase as the tomato wastes amount used
in the reactors increases. While the lowest FAS value was
measured in the R1 reactor where 30% tomato waste was
used, the highest FAS value was measured in the R5 reac-
tor as 32.64% when 70% tomato waste was used.

The composting process was carried out in laboratory-
type composting reactor systems. Composting reactors
were made of a plastic material that was insulated against
heat transfer and had an effective volume of 127 L. The aer-
ation inside the reactors was performed by 3-phase radial
fans. The temperature was measured at 3 different points
inside the reactors on a vertical axis passing through the
central point (Fig. 1). The location of thermocouples is
depicted in Fig. 1.

The management and monitoring of the process in the
composting system were carried out by a programmable
logic controller (PLC)-based process control device. The
flow rate of the air blown into the reactor by fans was mea-
sured by a flow meter, and the result of the measurement
was transmitted to the PLC unit. Using the aeration value
that was entered to the interface, the PLC unit determined
the optimum air flow rate and altered the frequency to pro-
vide the optimum flow rate according to the data obtained

from the flow meter. The frequency tuner adjusted the fre-
quency of the electric current that was conveyed to fans and
enabled them to perform aeration at the adjusted flow rate.
The aeration ratio was adjusted to 0.4 L air⋅min-1⋅kgom-1 in
the tests [1, 21]. Furthermore, the aeration period in these
experiments was adjusted to 15 min/h. The PLC unit also
measured the temperature of the piles. The temperature dur-
ing composting was measured and recorded every 15 min.
The CO2 concentrations of the air within the pile were mea-
sured daily during the composting process by a digital gas
analyzer with an infrared CO2 sensor. Composting experi-
ments were conducted for 21 days. The moisture content of
the experimental materials was analyzed by a drying oven
method at 105ºC for 24 hours (22). The organic matter
(OM) content of the material was measured by a burning
oven at 550ºC for 5 h [22]. The OM was calculated accord-
ing to the following equation [23]:

(1)

...where W105 is the oven dry weight of the mass at 105ºC
and W550 is the furnace dry weight of the mass at 550ºC.

105550105 /% WWWOM
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Fig. 1. Schematic of a laboratory-type composting reactor system.

Table 2. Properties of the mixtures in the composting reactors.

Reactor No. Separated Dairy Manure (%) Tomato Residues (%) Wheat Straw (%) FAS (%) C/N

R1 60 30 10 24.56 31.06

R2 50 40 10 26.32 31.37

R3 40 50 10 28.49 31.52

R4 30 60 10 30.22 31.22

R5 20 70 10 32.64 31.67



The loss of organic matter (k) was calculated from the
initial and final volatile solid contents as follows [24]:

(2)

...where OMm is the OM content at the beginning of the
process and OMp is the OM content at the end of the
process.

The bulk density (BD) and specific gravity (SG) of
compost were determined using a weight-per-hectoliter
tester that was calibrated as kilogram per hectoliter. FAS
values of materials were calculated based on the equation
given by Epstein [25].

(3)

Statistical Analysis

The normality of k values was tested using the
Anderson-Darling procedure, and the homogeneity was
tested using the Bartlett procedure. The k values were sub-
jected to one-way analysis of variance to test differences,
and Duncan’s multiple range test was used to establish the
significance of differences among treatments. All analyses
were performed using the SAS statistical package [26].

Results and Discussion

The profiles of the average temperatures of the reactors
are presented in Fig. 2. The temperatures of all mixtures
reached the thermophilic phase (>55ºC) after 3-4 days of
composting, which reflected active microbial decomposi-
tion in the composting mixtures. The rapid rise in tempera-
ture was due to the breakdown of the easily decomposable
fractions of the mixtures. According to data in Fig. 2, the
temperature in reactors R2, R3, R4, and R5 stayed at 56ºC
for at least 3 days. Then the temperature level in these reac-
tors gradually decreased with time. However, the tempera-
ture in the R1 reactor increased only to 55ºC on the third

day and then decreased rapidly. The temperatures of reac-
tors R3 and R5 were similar throughout the process. The
process temperatures in these reactors increased to 57-62ºC
on the 4th and 5th days, and then the temperature started to
decrease. The temperature in the R4 reactor rapidly
increased to 64ºC in the first 5 days and then decreased
gradually. The temperature data indicates a relationship
between the FAS values and microbiological activity. The
process temperatures were low in reactors where the FAS
values were around 24.56-26.32%. It was determined that
the composting temperatures were high when the FAS val-
ues of the mixtures increased above 28%. The highest
process temperature was observed for the mixture with the
FAS value of 30.22%. The temperature was affected
adversely when the FAS value exceeded 30%.

The initial moisture content of all compost mixtures
was 64-66%. Water is necessary for microorganisms to uti-
lize dissolved nutrients. The moisture contents of compost
materials declined gradually in all reactors during the com-
posting process (Fig. 3). The moisture content was the low-
est in R4 (52.21%) and the highest in R2 (55.24%) after 21
days of composting. There was not a linear relationship
between compost temperatures and moisture losses. The
moisture loss was high in reactors R4 and R3, which had
high composting temperatures. Moisture losses were less in
other reactors with lower process temperatures.

Many researchers have emphasized the importance of
the moisture content, and they stated that 50-70% moisture
content is suitable for efficient composting [27, 10]. In this
study, the moisture content (52-66%) was not a limiting
factor for microbial growth, and it was in the optimum
range at all times.

The decomposition of organic matter is directly related
to microbial respiration [28]. The OM content decreased in
all reactors during composting (Fig. 4), and this decrease
was more pronounced during the first stages of the process.
A relationship was observed between the FAS values of
mixtures and organic substance degradation rates. The
organic substance degradation was higher in reactor R4,
which had an FAS value of 30.22%, relative to the other
reactors.

Table 3 presents the k values that were calculated from
the decomposition of organic material at the end of com-

SG
BDFAS 1100(%)
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Fig. 2. Temperature changes in all reactors during the compost-
ing process.
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posting. Our results showed that the highest level of decom-
position occurred in the R4 reactor, which was followed by
the R3, R5, R2, and R1 reactors. The R4 reactor was con-
sidered class “A” based on the results of the statistical
analyses, and it had the highest k value.

CO2 production was caused by the mineralization of
OM in the substrate [29]. Fig. 5 shows the mean changes in
CO2 concentration as a function of time inside each reactor.
The CO2 concentration increased in all reactors in propor-
tion to microorganism activity during the process. The CO2

concentration was the highest in reactor R4. The high CO2

level in the R4 reactor indicates a high microbiological
activity. We observed that the composting temperature, CO2

level, and k value were greater in the R4 reactor than in the

other reactors. The FAS value of the mixture that was com-
posted in this reactor was around 30.22%. The CO2 con-
centration increased after the first 2 days and decreased
after 10 days in all the aerated reactors.

According to a survey of the available literature, the
best FAS ratio for the composting process was between
30% and 41.8%. It was suggested that the composting
process was adversely affected by the negative effects on
aeration when the FAS value decreased below 30%. Our
results agree with the data reported in the literature.

Conclusions

The composting process was adversely affected when
the FAS value decreased below 30%. Results indicate that
problems related with aeration in terms of penetration of air
in the composting matrix occur when FAS values decrease
below 30%. According to our results, the composting
process was the most successful in the R4 reactor, which had
an FAS value of 30.22%. The composting process was
adversely affected when the FAS value was increased to
32.64%. This is thought to be due to the increased heat trans-
fer as a result of the high FAS level, thereby decreasing the
compost temperature. Therefore, the mixture in the R4 reac-
tor (FAS 30.22%) was more successful than the other mix-
tures for composting. Thus, 60% greenhouse tomato wastes,
30% separated dairy manures, and 10% wheat straw could
be applied for the composting process.

Acknowledgements

This study was supported by a Research Fund of
Suleyman Demirel University, Isparta, Turkey.

References

1. KULCU R., YALDIZ O. Determination of Aeration Rate
and Kinetics of Composting Some Agricultural Wastes.
Bioresource Technol. 93, 49, 2004.

2. ZORPAS A. A., KAPETANIOS E., ZORPAS G. A.,
KARLIS P., VLYSSIDES A., HARALAMBOUS I.,
LOIZIDOU M. Compost produced from organic fraction of
municipal solid waste, primary stabilized sewage sludge and
natural zeolite. J. Hazard. Mater. 77, 149, 2000.

3. KULCU R., YALDIZ O. Composting dynamics and opti-
mum mixture ratio of chicken manure and vineyard wastes.
Waste Manage. Res. 23, 101, 2005. 

4. DIAZ L. F., SAVAGE G. M., EGGERTH L.L., GOLUEKE
C.G. Composting and Recycling Municipal Solid Waste,
Lewis Publishers, Florida, pp. 320, 1993.

Composting of Greenhouse Tomato... 1345

54

59

64

69

74

79

84

89

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

O
M

 (%
)

Days after start(days)

R1

R2

R3

R4

R5

Fig. 4. Organic matter (OM) content changes in mixtures dur-
ing composting.

Table 3. The loss of organic matter (k) of composting mixtures at the end of the experiment and statistical analysis (P < 0.01).

R1 R2 R3 R4 R5

k (%)* 61.75±2.38c 63.75±2.38c 69.87±2.80b 72.87±2.01a 69.20±1.59b

*There are no statistically significant differences between the values that are categorized with the same letter, while the differences
between the values that are categorized with different letters are statistically significant.

4

5

6

7

8

9

10

11

12

13

14

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21

CO
2

(%
)

Days after start(days)

R1

R2

R3

R4

R5

Fig. 5. Carbon dioxide (CO2) concentration as a function of
time during composting.



5. POLPRASERT C. Organic Waste Recycling: Technology
and Management, second ed. Wiley, Chichester, pp. 69-113,
1996.

6. NEGRO M. J., SOLANO P. C., CARRASCO J.
Composting of sweet sorghum bagasse with other wastes,
Bioresource Technol. 67, 89, 1999.

7. GEA T., BARRENA R., ARTOLA A., SÁNCHEZ A.
Optimal bulking agent particle size and usage for heat reten-
tion and disinfection in domestic wastewater sludge com-
posting. Waste Manage. 27, 1108, 2007.

8. DIAZ M. J., MADEJON E., LOPEZ F., LOPEZ R., CABR-
ERA F. Composting of vinasse and cotton gin waste by using
two different systems, Resour. Conserv. Recy. 34, 235, 2002.

9. PETRIC I., SELIMBASIC V. Composting of poultry
manure and wheat straw in a closed reactor: optimum mix-
ture ratio and evolution of parameters, Biodegradation 19,
53, 2008.

10. RICHARD T.L., HAMELERS H.V.M., VEEKEN A.,
SILVA T. Moisture relationships in composting processes.
Compost Sci. Util. 10, 286, 2002.

11. VEEKEN A., TIMMERMANS J., SZANTO G., HAMEL-
ERS B. Design of passively aerated compost systems on
basis of compaction-porosity-permeability data. ORBIT. pp.
8596, 2003.

12. JERIS J.S., REGAN R.W. Controlling environmental para-
meters for optimum composting. Part II: Moisture, free air
space and recycle. Compost Science 14, 8, 1973.

13. SCHULTZ K.L. Continuous thermophilic composting.
Compost Science 10, 108, 1962.

14. KULCU R., YALDIZ O. The Effect of FAS Parameter on
Composting of Grass And Leaf Wastes, 21th National
Agricultural Mechanization Congress, Konya, Turkey, 2003.

15. KULCU R., YALDIZ O. Composting of goat manure and
wheat straw using pine cones as a bulking agent.
Bioresource Technol. 98, 2700, 2007.

16. RUGGIERI L., GEA T., ARTOLA A., SANCHEZ A.
Influence of different co-substrates biochemical composi-
tion on raw sludge co-composting. Biodegradation 19, 403,
2008.

17. MAULINI-DURAN C., ARTOLA A., FONT X.,
SÁNCHEZ A. A systematic study of the gaseous emissions
from biosolids composting: raw sludge versus anaerobically
digested sludge. Bioresource Technol. 147, 43, 2013.

18. JOLANUN B., TOWPRAYOON S. Novel bulking agent
from clay residue for food waste composting. Bioresource
Technol. 101, 4484, 2010.

19. TURKSTAT Turkish Statical Institute data basis- agricul-
ture, http://www.tuik.gov.tr., 2012.

20. ALKOAIK F., GHALY A. E. Influence of dairy manure
addition on the biological and thermal kinetics of compost-
ing greenhouse tomato plant residues. Waste Manage., 26,
902, 2006. 

21. ARSLAN E.I., ÜNLÜ A., TOPAL M. Determination of the
Effect of Aeration Rate on Composting of Vegetable-Fruit
Wastes, Clean – Soil, Air, Water 39, 1014, 2011.

22. APHA (American Public Health Association) Standard
methods for the examination of water and wastewater,
APHA, Washington, DC, 541, 1995. 

23. NAVARRO A.F., CEGARRA J., ROIG A., GARCIA D.
Relationships between organic matter and carbon contents
of organic waste, Bioresource Technol. 44, 203, 1993.

24. HAUG R. T. The Practical Handbook of Compost
Engineering, Lewis Publishers, Boca Raton, FL, 717, 1993.

25. EPSTEIN E. The science of composting .Technomic
Publishing Company, ISBN No: 1-56676-478-5, USA, 504,
1997.

26. SAS. SAS System for Windows, Release 6.11. Cary, NC:
SAS Institute, 1995.

27. MCKINLEY V.L., VEESTAL J.R., ERALP A. E. Microbial
activity in composting. The Biocycle 26, 39, 1985.

28. BERNAL M.P., PAREDES C., MONEDERO M.A.S.,
CEGARRA J. Maturity and stability parameters of composts
prepared with a wide range of organic wastes. Bioresource
Technol. 63, 91, 1998.

29. PAREDES C., BERNAL M.P., CEGARRA J., ROIG A.
Bio-degradation of olive mill wastewater sludge by its co-
composting with agricultural wastes, Bioresource Technol.
85, 1, 2002.

1346 Kulcu R.


